
Golden West offers high-quality products
that meet or exceed manufacturer’s specifications
at the most economical prices.
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Allied Sales Company 
5005 E. 7th Street, Austin • TX 78702 
Ph: (512) 385-2167 • Fax: (512) 385-0259

Golden West San Antonio 
3010 Aniol Street • San Antonio, TX 78219 
Ph: (800) 638-6628 • Fax: (210) 222-1034

United Oil & Grease Company Abilene
2702 Industrial Blvd • Abilene, TX 79605 
Ph: (325) 695-0150 • Fax: (325) 695-7539

United Oil & Grease Company Lubbock
3100 Clovis Rd. • Lubbock, TX 79415 
Ph: (806) 763-1818 • Fax: (806) 763-5447

Golden West Corpus Christi
710B Industrial Blvd. • Robstown, TX 78380
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Golden West Laredo
5400 Santa Maria Ave. • Laredo, TX 78041
Ph: (800) 638-6628 • Fax: (210) 222-1034

Golden West McAllen
10721 North 10th St. • McAllen, TX 78504 
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Typical Analysis:  GF-5 5W20 5W30 10W30
@40° C, cSt 48.0 60.5 68.7

@100° C, cSt 8.1 10.0 10.5

Viscosity index 140 144 140

API Gravity 32.5 32.5 31.5

Flash, COC, °F 420 420 430

Pour Pt, °F -33 -33 -17

API Performance SN SN SN

Data Sheet: Semi-SYN Premium
 GF-5 Motor Oils

Product Application: SN and GF-5
Golden West Semi-SYN Premium Passenger Car Motor Oils (PCMO) are superior quality, 
high detergent automotive engine oils specifically formulated to meet the stringent 
requirements of today’s engines. High viscosity index Group II base oils are combined 
with a carefully selected additive package to provide maximum protection against wear, 
rust, corrosion, oxidative thickening, acid formation, sludge and varnish deposits.

Available:

BULK 55/1 12/1 Quarts5/1

Benefits
• Resists breakdown under high temperatures
• Helps protect emissions systems
• Minimizes rust and corrosion
• Good temperature pour point
• Universal product for consolidation of products

API  Classifications
SN SM SL SJ Complies with ILSAC GF-5 requirements

Meets or Exceeds Requirements of
MIL-1-46152E Ford WSS-M2C153-H Ford WSS-M2C930-A GM-6048M GM-6049M


