
Golden West offers high-quality products
that meet or exceed manufacturer’s specifi cations
at the most economical prices.
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Allied Sales Company 
5005 E. 7th Street, Austin • TX 78702 
Ph: (512) 385-2167 • Fax: (512) 385-0259

Golden West San Antonio 
3010 Aniol Street • San Antonio, TX 78219 
Ph: (800) 638-6628 • Fax: (210) 222-1034

United Oil & Grease Company Abilene
2702 Industrial Blvd • Abilene, TX 79605 
Ph: (325) 695-0150 • Fax: (325) 695-7539

United Oil & Grease Company Lubbock
3100 Clovis Rd. • Lubbock, TX 79415 
Ph: (806) 763-1818 • Fax: (806) 763-5447

Golden West Corpus Christi
710B Industrial Blvd. • Robstown, TX 78380
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Golden West Laredo
5400 Santa Maria Ave. • Laredo, TX 78041
Ph: (800) 638-6628 • Fax: (210) 222-1034

Golden West McAllen
10721 North 10th St. • McAllen, TX 78504 
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Data Sheet: R&O Hydraulic Oil 32, 46, 100 & 150
Product Application: 
R&O Hydraulic Oil is a high-grade utility hydraulic oil used in hydraulically activated 
equipment. Other uses include machine tools, hydraulic jacks, hoist etc. Additionally 
Golden West R&O can be used a drip oil or common machine oil.

Characteristics:
R&O Hydraulic Oil is blended with premium pale blend stocks and compounded with 
rust and oxidation inhibitors and foamlaeration suppressant.

Available:

Typical Inspections

ISO Grade 32 46 100 150

Viscosity at 100˚F (SUS) 16.5 227 525 780

Gravity API 60˚F 31.5 30.0 28.4 28.9

Color ASTM 1.5 1.5 1.5 2

Sulphur Wt.% .07 .06 .06 .06

Flash Point 325˚F 330˚F 332˚F 340˚F

Pour Point +10˚F +12˚F +14˚F +15˚F
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